ReaderTT.config = {"pagecount":20,"title":"Magnetic Field  due to a Current-Carrying Wire","author":"HCoyle","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220613174340Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"-Generators -Motors -Eddy Currents -Maxwell\u2019s Four Equations","page":1,"zoom":"XYZ 0 825 0"},{"title":"Applet Link: http://www.walter-fendt.de/ph14e/generator_e.htm","page":2,"zoom":"XYZ 0 825 0"},{"title":"AC Generator","page":3,"zoom":"XYZ 0 825 0"},{"title":"Rotating Loop in a Generator","page":4,"zoom":"XYZ 0 825 0"},{"title":"Induced emf in a Rotating Loop","page":5,"zoom":"XYZ 0 825 0"},{"title":"Slide 6","page":6,"zoom":"XYZ 0 825 0"},{"title":"DC Generators","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Motors","page":9,"zoom":"XYZ 0 825 0"},{"title":"Back emf of a Motor","page":10,"zoom":"XYZ 0 825 0"},{"title":"Slide 11","page":11,"zoom":"XYZ 0 825 0"},{"title":"Voltage Transformers","page":12,"zoom":"XYZ 0 825 0"},{"title":"Current Transformers","page":13,"zoom":"XYZ 0 825 0"},{"title":"Eddy Currents","page":14,"zoom":"XYZ 0 825 0"},{"title":"Maxwell\u2019s Equations","page":15,"zoom":"XYZ 0 825 0"},{"title":"Gauss\u2019s law (electrical):","page":16,"zoom":"XYZ 0 825 0"},{"title":"Gauss\u2019s law (magnetism):","page":17,"zoom":"XYZ 0 825 0"},{"title":"Faraday\u2019s law of Induction:","page":18,"zoom":"XYZ 0 825 0"},{"title":"Ampere-Maxwell Law","page":19,"zoom":"XYZ 0 825 0"},{"title":"The Lorentz Force Law","page":20,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
