ReaderTT.config = {"pagecount":20,"title":"Lars Jostein Silihagen ","author":"ljs","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220614010919Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Lars Jostein Silihagen","page":1,"zoom":"XYZ 0 825 0"},{"title":"Agenda","page":2,"zoom":"XYZ 0 825 0"},{"title":"IT drift med System Center","page":3,"zoom":"XYZ 0 825 0"},{"title":"IT drift med System Center (2)","page":4,"zoom":"XYZ 0 825 0"},{"title":"Agenda (2)","page":5,"zoom":"XYZ 0 825 0"},{"title":"Installasjonskrav","page":6,"zoom":"XYZ 0 825 0"},{"title":"Agenda (3)","page":7,"zoom":"XYZ 0 825 0"},{"title":"Arkitektur / serverroller","page":8,"zoom":"XYZ 0 825 0"},{"title":"Arkitektur / Serverroller","page":9,"zoom":"XYZ 0 825 0"},{"title":"Arkitektur / Serverroller (2)","page":10,"zoom":"XYZ 0 825 0"},{"title":"Typisk OpsMgr konfigurasjon","page":11,"zoom":"XYZ 0 825 0"},{"title":"Agenda (4)","page":12,"zoom":"XYZ 0 825 0"},{"title":"Nyheter i SCOM 2007 R2","page":13,"zoom":"XYZ 0 825 0"},{"title":"Nyheter i SCOM 2007 R2 (2)","page":14,"zoom":"XYZ 0 825 0"},{"title":"Nyheter i SCOM 2007 R2 (3)","page":15,"zoom":"XYZ 0 825 0"},{"title":"Agenda (5)","page":16,"zoom":"XYZ 0 825 0"},{"title":"Beste praksis / tips til implementering","page":17,"zoom":"XYZ 0 825 0"},{"title":"Agenda (6)","page":18,"zoom":"XYZ 0 825 0"},{"title":"Veien videre / ressurser","page":19,"zoom":"XYZ 0 825 0"},{"title":"Slide 20","page":20,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
