ReaderTT.config = {"pagecount":27,"title":"Application-to-Core Mapping Policies to Reduce Interference","author":"Reetuparna Das","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220615040237Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Application-to-Core Mapping Policies to Reduce Memory System I","page":1,"zoom":"XYZ 0 825 0"},{"title":"Multi-Core to Many-Core","page":2,"zoom":"XYZ 0 825 0"},{"title":"Many-Core On-Chip Communication","page":3,"zoom":"XYZ 0 825 0"},{"title":"Task Scheduling","page":4,"zoom":"XYZ 0 825 0"},{"title":"Problem: Spatial Task Scheduling","page":5,"zoom":"XYZ 0 825 0"},{"title":"Challenges in Spatial Task Scheduling","page":6,"zoom":"XYZ 0 825 0"},{"title":"Application-to-Core Mapping","page":7,"zoom":"XYZ 0 825 0"},{"title":"Step 1 \u2014 Clustering","page":8,"zoom":"XYZ 0 825 0"},{"title":"Step 1 \u2014 Clustering (2)","page":9,"zoom":"XYZ 0 825 0"},{"title":"Step 1 \u2014 Clustering (3)","page":10,"zoom":"XYZ 0 825 0"},{"title":"Step 2 \u2014 Balancing","page":11,"zoom":"XYZ 0 825 0"},{"title":"Step 2 \u2014 Balancing (2)","page":12,"zoom":"XYZ 0 825 0"},{"title":"Application Types","page":13,"zoom":"XYZ 0 825 0"},{"title":"Application Types (2)","page":14,"zoom":"XYZ 0 825 0"},{"title":"Step 3 \u2014 Isolation","page":15,"zoom":"XYZ 0 825 0"},{"title":"Step 3 \u2014 Isolation (2)","page":16,"zoom":"XYZ 0 825 0"},{"title":"Step 4 \u2014 Radial Mapping","page":17,"zoom":"XYZ 0 825 0"},{"title":"Step 4 \u2014 Radial Mapping (2)","page":18,"zoom":"XYZ 0 825 0"},{"title":"Putting It All Together","page":19,"zoom":"XYZ 0 825 0"},{"title":"Evaluation Methodology","page":20,"zoom":"XYZ 0 825 0"},{"title":"Configurations","page":21,"zoom":"XYZ 0 825 0"},{"title":"System Performance","page":22,"zoom":"XYZ 0 825 0"},{"title":"Network Power","page":23,"zoom":"XYZ 0 825 0"},{"title":"Summary of Other Results","page":24,"zoom":"XYZ 0 825 0"},{"title":"Summary of Other Results (2)","page":25,"zoom":"XYZ 0 825 0"},{"title":"Conclusion","page":26,"zoom":"XYZ 0 825 0"},{"title":"Application-to-Core Mapping Policies to Reduce Memory System I (2)","page":27,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
