ReaderTT.config = {"pagecount":65,"title":"Daqstation DX1000/DX1000N/DX2000 Service Manual","author":"Yokogawa Electric Corporation","subject":"SM 04L41B01-01E 4th Edition","keywords":"Chapter 6: Compatible with CMPL_04L41B01-01E_111; CMPL_04L42B01-01E_111. and CMPL_04L43B01-01E_111","creator":"","producer":"","creationdate":"D:20100625131645+09'00'","moddate":"D:20100723100955+09'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Important Notice to the User","page":2,"zoom":"XYZ null null null"},{"title":"Trademark","page":2,"zoom":"XYZ null null null"},{"title":"Revisions","page":2,"zoom":"XYZ null null null"},{"title":"Introduction","page":3,"zoom":"XYZ null null null"},{"title":"Safety Standards and EMC Standards","page":3,"zoom":"XYZ null null null"},{"title":"Safety Precautions","page":3,"zoom":"XYZ null null null"},{"title":"Safety Symbols Used on Equipment and in Manual","page":4,"zoom":"XYZ null null null"},{"title":"Conventuins Used in Manual","page":4,"zoom":"XYZ null null null"},{"title":"Overview of This Manual","page":5,"zoom":"XYZ null null null"},{"title":"Contents","page":6,"zoom":"FitH 1371"},{"title":"Chapter 1 Principles of Operation","page":8,"zoom":"XYZ null null null","children":[{"title":"1.1 Principles of Operation","page":8,"zoom":"XYZ null null null"}]},{"title":"Chapter 2 Troubleshooting","page":10,"zoom":"XYZ null null null","children":[{"title":"2.1 Failure Analysis Flow Chart","page":10,"zoom":"XYZ null null null"},{"title":"2.2 Troubleshooting Checklist","page":13,"zoom":"XYZ null null null"}]},{"title":"Chapter 3 Testing","page":15,"zoom":"XYZ null null null","children":[{"title":"3.1 Acceptance Test ","page":15,"zoom":"XYZ null null null"},{"title":"3.2 Self Diagnostic Test","page":16,"zoom":"XYZ null null null"},{"title":"3.3 Performance Test","page":17,"zoom":"XYZ null null null","children":[{"title":"Test Environment","page":17,"zoom":"XYZ null null null"},{"title":"Test Instruments","page":17,"zoom":"XYZ null null null"},{"title":"Instrument Operation","page":17,"zoom":"XYZ null null null"},{"title":"Tests","page":17,"zoom":"XYZ null null null"}]},{"title":"3.4 Test Procedures","page":18,"zoom":"XYZ null null null","children":[{"title":"Insulation Resistance","page":18,"zoom":"XYZ null null null"},{"title":"Protective Grounding","page":18,"zoom":"XYZ null null null"},{"title":"Withstand Voltage","page":19,"zoom":"XYZ null null null"},{"title":"Measurement Accuracy","page":20,"zoom":"XYZ null null null"},{"title":"Reference Junction Compensation Accuracy","page":22,"zoom":"XYZ null null null"},{"title":"Battery Backup","page":22,"zoom":"XYZ null null null"},{"title":"Pulse Input Function","page":23,"zoom":"XYZ null null null"}]}]},{"title":"Chapter 4 Adjustments","page":24,"zoom":"XYZ null null null","children":[{"title":"4.1 Before Making Adjustments","page":24,"zoom":"XYZ null null null","children":[{"title":"Environment","page":24,"zoom":"XYZ null null null"},{"title":"Instrument Operation","page":24,"zoom":"XYZ null null null"},{"title":"Note","page":24,"zoom":"XYZ null null null"}]},{"title":"4.2 Adjusting the A/D Converters","page":25,"zoom":"XYZ null null null"}]},{"title":"Chapter 5 Schematic Diagram","page":28,"zoom":"XYZ null null null","children":[{"title":"5.1 Schematic Diagram (DX1000/DX1000N)","page":28,"zoom":"XYZ null null null"},{"title":"5.2 Schematic Diagram (DX2000)","page":29,"zoom":"XYZ null null null"}]},{"title":"Chapter 6 Customer Maintenance Parts List","page":30,"zoom":"XYZ null null null","children":[{"title":"6.1 Customer Maintenance Parts List (DX1000)","page":30,"zoom":"XYZ null null null"},{"title":"6.2 Customer Maintenance Parts List (DX1000N)","page":39,"zoom":"XYZ null null null"},{"title":"6.3 Customer Maintenance Parts List (DX2000)","page":49,"zoom":"XYZ null null null"}]},{"title":"Chapter 7 Replacing Parts","page":60,"zoom":"XYZ null null null","children":[{"title":"7.1 Introduction","page":60,"zoom":"XYZ null null null","children":[{"title":"Replaceable Parts","page":60,"zoom":"XYZ null null null"},{"title":"If Servicing is Required","page":60,"zoom":"XYZ null null null"}]},{"title":"7.2 Recommended Replacement Periods for Worn Parts","page":61,"zoom":"XYZ null null null"},{"title":"7.3 Pulling Out the Inner Instrument (DX1000N)","page":62,"zoom":"XYZ null null null","children":[{"title":"Notes","page":62,"zoom":"XYZ null null null"},{"title":"Testing","page":63,"zoom":"XYZ null null null"},{"title":"Procedures","page":63,"zoom":"XYZ null null null"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":["1","i","ii","iii","iv","v","vi","1-1","1-2","2-1","2-2","2-3","2-4","2-5","3-1","3-2","3-3","3-4","3-5","3-6","3-7","3-8","3-9","4-1","4-2","4-3","4-4","5-1","5-2","6-1","6-2","6-3","6-4","6-5","6-6","6-7","6-8","6-9","6-10","6-11","6-12","6-13","6-14","6-15","6-16","6-17","6-18","6-19","6-20","6-21","6-22","6-23","6-24","6-25","6-26","6-27","6-28","6-29","6-30","7-1","7-2","7-3","7-4","7-5","7-6"]};
