ReaderTT.config = {"pagecount":41,"title":"2big RAID User Manual","author":"","subject":"","keywords":"","creator":"wkhtmltopdf 0.12.1","producer":"Qt 4.8.6","creationdate":"D:20200122165021-06'00'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Contents","page":2,"zoom":"XYZ 52 1164 0"},{"title":"Introduction","page":5,"zoom":"XYZ 51 1137 0","children":[{"title":"Box content","page":5,"zoom":"XYZ 51 839 0"},{"title":"Storage and RAID management","page":5,"zoom":"XYZ 51 521 0"},{"title":"Minimum computer system requirements","page":5,"zoom":"XYZ 51 299 0"},{"title":"Minimum free disk space","page":5,"zoom":"XYZ 51 157 0"}]},{"title":"System Overview","page":7,"zoom":"XYZ 51 1137 0","children":[{"title":"Specifications","page":7,"zoom":"XYZ 51 999 0","children":[{"title":"Enclosure dimensions","page":7,"zoom":"XYZ 51 937 0"},{"title":"Enclosure weight","page":7,"zoom":"XYZ 51 705 0"},{"title":"Electrical","page":7,"zoom":"XYZ 51 475 0"},{"title":"Environmental","page":7,"zoom":"XYZ 51 182 0"}]},{"title":"Views","page":8,"zoom":"XYZ 51 1025 0","children":[{"title":"Front","page":8,"zoom":"XYZ 51 964 0"},{"title":"Back","page":8,"zoom":"XYZ 51 342 0"}]}]},{"title":"Status LEDs","page":10,"zoom":"XYZ 51 1137 0"},{"title":"Cables and Connectors","page":12,"zoom":"XYZ 51 1137 0","children":[{"title":"USB-C protocols","page":12,"zoom":"XYZ 51 999 0"},{"title":"Cables","page":12,"zoom":"XYZ 51 273 0","children":[{"title":"USB-C to USB-C cable","page":12,"zoom":"XYZ 51 152 0"},{"title":"USB-C to USB Type A cable","page":13,"zoom":"XYZ 51 749 0"}]}]},{"title":"Getting Connected","page":15,"zoom":"XYZ 51 1137 0","children":[{"title":"Connect the power supply","page":15,"zoom":"XYZ 51 999 0"},{"title":"Connect the USB cable","page":16,"zoom":"XYZ 51 1164 0","children":[{"title":"USB-C to USB-C","page":16,"zoom":"XYZ 51 999 0"},{"title":"USB-C to USB-A","page":16,"zoom":"XYZ 51 471 0"}]},{"title":"Set up LaCie 2big RAID","page":17,"zoom":"XYZ 51 745 0","children":[{"title":"Start here","page":17,"zoom":"XYZ 51 145 0"},{"title":"Register your device","page":18,"zoom":"XYZ 51 735 0"},{"title":"Download Toolkit","page":18,"zoom":"XYZ 51 246 0"},{"title":"Install Toolkit","page":19,"zoom":"XYZ 51 966 0"}]},{"title":"Storage format","page":19,"zoom":"XYZ 51 150 0"},{"title":"Disconnecting the hard drive","page":20,"zoom":"XYZ 51 920 0"}]},{"title":"Operation","page":21,"zoom":"XYZ 51 1137 0","children":[{"title":"Power on","page":21,"zoom":"XYZ 51 691 0"},{"title":"Power off","page":21,"zoom":"XYZ 51 406 0"},{"title":"Power-saving mode","page":21,"zoom":"XYZ 51 201 0"},{"title":"Power-saving mode managed by the PC/Mac","page":22,"zoom":"XYZ 51 965 0"},{"title":"Receiving power","page":22,"zoom":"XYZ 51 387 0"},{"title":"Short push","page":22,"zoom":"XYZ 51 205 0","children":[{"title":"Short push and RAID synchronization","page":23,"zoom":"XYZ 51 1057 0"}]},{"title":"Long push","page":23,"zoom":"XYZ 51 925 0"},{"title":"Quiet operation and heat management","page":23,"zoom":"XYZ 51 761 0"},{"title":"Position and stacking","page":23,"zoom":"XYZ 51 419 0"}]},{"title":"Manage RAID","page":24,"zoom":"XYZ 51 1137 0","children":[{"title":"RAID setup as part of a new Toolkit installation","page":24,"zoom":"XYZ 51 191 0"},{"title":"Comprehensive RAID management","page":25,"zoom":"XYZ 51 1022 0"}]},{"title":"Hard Drive Maintenance","page":26,"zoom":"XYZ 51 1137 0","children":[{"title":"Precautions","page":26,"zoom":"XYZ 51 999 0"},{"title":"Replacing a hard drive","page":26,"zoom":"XYZ 51 811 0"},{"title":"LaCie 2big RAID enclosure: non-serviceable components","page":30,"zoom":"XYZ 51 1107 0"}]},{"title":"Optional Formatting and Partitioning","page":31,"zoom":"XYZ 51 1137 0","children":[{"title":"About file system formats","page":31,"zoom":"XYZ 51 752 0","children":[{"title":"How to choose the file system format","page":31,"zoom":"XYZ 51 89 0"}]},{"title":"Toolkit Optimize","page":32,"zoom":"XYZ 51 763 0"},{"title":"Manual formatting","page":32,"zoom":"XYZ 51 540 0","children":[{"title":"Mac","page":32,"zoom":"XYZ 51 290 0","children":[{"title":"macOS version 10.11 and later","page":32,"zoom":"XYZ 51 239 0"}]},{"title":"Windows","page":33,"zoom":"XYZ 51 780 0"}]}]},{"title":"Safely Remove LaCie 2big RAID From Your Computer","page":34,"zoom":"XYZ 51 1137 0","children":[{"title":"Mac","page":34,"zoom":"XYZ 51 851 0","children":[{"title":"Eject via Finder window","page":34,"zoom":"XYZ 51 732 0"},{"title":"Eject via Desktop","page":34,"zoom":"XYZ 51 531 0"}]},{"title":"Windows","page":34,"zoom":"XYZ 51 377 0"}]},{"title":"Frequently Asked Questions","page":36,"zoom":"XYZ 51 1137 0","children":[{"title":"All users","page":36,"zoom":"XYZ 51 920 0","children":[{"title":"Problem: My file transfers are too slow","page":36,"zoom":"XYZ 51 858 0"},{"title":"Problem: I have an older computer with USB 2.0 ports","page":36,"zoom":"XYZ 51 330 0"},{"title":"Problem: I must use a USB hub for my USB devices","page":36,"zoom":"XYZ 51 119 0"},{"title":"Problem: I\u2019m receiving file transfer error messages","page":37,"zoom":"XYZ 51 947 0"}]},{"title":"Mac","page":37,"zoom":"XYZ 51 438 0","children":[{"title":"Problem: The hard drive icon does not appear on my desktop","page":37,"zoom":"XYZ 51 377 0"}]},{"title":"Windows","page":38,"zoom":"XYZ 51 1050 0","children":[{"title":"Problem: The hard drive icon doesn\u2019t appear in Computer","page":38,"zoom":"XYZ 51 988 0"}]}]},{"title":"Regulatory Compliance","page":39,"zoom":"XYZ 51 1137 0","children":[{"title":"China RoHS","page":39,"zoom":"XYZ 51 826 0"},{"title":"Taiwan RoHS","page":40,"zoom":"XYZ 51 658 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
