ReaderTT.config = {"pagecount":32,"title":"New Tools for Vibration Condition Monitoring","author":"208001202;Chris Engdahl","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220626231915Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"New Tools for Vibration Condition Monitoring","page":1,"zoom":"XYZ 0 825 0"},{"title":"Slide 2","page":2,"zoom":"XYZ 0 825 0"},{"title":"The PdM/PM Advantage : PLANNING","page":3,"zoom":"XYZ 0 825 0"},{"title":"New Tools for Vibration Condition Monitoring (2)","page":4,"zoom":"XYZ 0 825 0"},{"title":"Slide 5","page":5,"zoom":"XYZ 0 825 0"},{"title":"DEI Frequency Bands","page":6,"zoom":"XYZ 0 825 0"},{"title":"Kurtosis","page":7,"zoom":"XYZ 0 825 0"},{"title":"Skewness Calculation","page":8,"zoom":"XYZ 0 825 0"},{"title":"Generator Bearings: ESD Noise, High Skewness","page":9,"zoom":"XYZ 0 825 0"},{"title":"Slide 10","page":10,"zoom":"XYZ 0 825 0"},{"title":"Processing Example","page":11,"zoom":"XYZ 0 825 0"},{"title":"Acceleration Enveloping Algorithm","page":12,"zoom":"XYZ 0 825 0"},{"title":"Slide 13","page":13,"zoom":"XYZ 0 825 0"},{"title":"Sideband Energy Ratio","page":14,"zoom":"XYZ 0 825 0"},{"title":"Spectrum Data From Gearbox Test","page":15,"zoom":"XYZ 0 825 0"},{"title":"WTG 130 High Speed Gearbox","page":16,"zoom":"XYZ 0 825 0"},{"title":"Where is the noise?","page":17,"zoom":"XYZ 0 825 0"},{"title":"To filter or not to filter\u2026","page":18,"zoom":"XYZ 0 825 0"},{"title":"High-Pass Filtered at 5 kHz","page":19,"zoom":"XYZ 0 825 0"},{"title":"Bently Nevada 3701 ADAPT monitor. Introducing new condition mo","page":20,"zoom":"XYZ 0 825 0"},{"title":"Case History 1: Generator Bearing Fault Detection & Replacemen","page":21,"zoom":"XYZ 0 825 0"},{"title":"Generator Inboard Bearing, WTG 128, Before Replacement","page":22,"zoom":"XYZ 0 825 0"},{"title":"Generator Inboard Bearing, WTG 128, After Replacement","page":23,"zoom":"XYZ 0 825 0"},{"title":"Case History 2: Cracked Race","page":24,"zoom":"XYZ 0 825 0"},{"title":"1.5 MW Wind Turbine Gearbox And Sensor","page":25,"zoom":"XYZ 0 825 0"},{"title":"Initial Detection September 2008","page":26,"zoom":"XYZ 0 825 0"},{"title":"Initial Detection, Envelope Spectrum","page":27,"zoom":"XYZ 0 825 0"},{"title":"April 2010 Same Machine","page":28,"zoom":"XYZ 0 825 0"},{"title":"Trend Data, August Through April","page":29,"zoom":"XYZ 0 825 0"},{"title":"Inspection And Crack","page":30,"zoom":"XYZ 0 825 0"},{"title":"Diagnostic Sequence","page":31,"zoom":"XYZ 0 825 0"},{"title":"Questions?","page":32,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
