ReaderTT.config = {"pagecount":36,"title":"Software Engineering","author":"Usman","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220627065300Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Software Engineering","page":1,"zoom":"XYZ 0 825 0"},{"title":"Lesson 2","page":2,"zoom":"XYZ 0 825 0"},{"title":"Software Life Cycle Model","page":3,"zoom":"XYZ 0 825 0"},{"title":"Different software life cycle models","page":4,"zoom":"XYZ 0 825 0"},{"title":"The need for a software life cycle model","page":5,"zoom":"XYZ 0 825 0"},{"title":"Classical Waterfall Model","page":6,"zoom":"XYZ 0 825 0"},{"title":"Classical waterfall model","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during feasibility study","page":9,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during requirements analysis & specificat","page":10,"zoom":"XYZ 0 825 0"},{"title":"Requirements Analysis","page":11,"zoom":"XYZ 0 825 0"},{"title":"Comments on Requirements Analysis","page":12,"zoom":"XYZ 0 825 0"},{"title":"Requirements Analysis Stages","page":13,"zoom":"XYZ 0 825 0"},{"title":"Necessity Checking","page":14,"zoom":"XYZ 0 825 0"},{"title":"Consistency and Completeness Checking","page":15,"zoom":"XYZ 0 825 0"},{"title":"User Requirement Analysis","page":16,"zoom":"XYZ 0 825 0"},{"title":"User Requirement Analysis (2)","page":17,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during requirements analysis & specificat (2)","page":18,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during design","page":19,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during coding and unit testing:","page":20,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during integration and system testing:","page":21,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during integration and system testing:","page":22,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during maintenance","page":23,"zoom":"XYZ 0 825 0"},{"title":"Activities undertaken during maintenance (2)","page":24,"zoom":"XYZ 0 825 0"},{"title":"Shortcomings of the classical waterfall model","page":25,"zoom":"XYZ 0 825 0"},{"title":"Prototype","page":26,"zoom":"XYZ 0 825 0"},{"title":"Prototype","page":27,"zoom":"XYZ 0 825 0"},{"title":"When to use prototype model","page":28,"zoom":"XYZ 0 825 0"},{"title":"Spiral model","page":29,"zoom":"XYZ 0 825 0"},{"title":"Spiral model","page":30,"zoom":"XYZ 0 825 0"},{"title":"Spiral model (2)","page":31,"zoom":"XYZ 0 825 0"},{"title":"Spiral model (3)","page":32,"zoom":"XYZ 0 825 0"},{"title":"Spiral model (4)","page":33,"zoom":"XYZ 0 825 0"},{"title":"Predictive Life Cycle Models","page":34,"zoom":"XYZ 0 825 0"},{"title":"Circumstances to use spiral model","page":35,"zoom":"XYZ 0 825 0"},{"title":"Summary","page":36,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
