ReaderTT.config = {"pagecount":43,"title":"VXF2-B-C1-CS3e.indd","author":"","subject":"SMC-web-RGB","keywords":"","creator":"Adobe InDesign CS3_J (5.0.4)","producer":"Adobe PDF Library 8.0","creationdate":"D:20141016101214+09'00'","moddate":"D:20160608194444+09'00'","trapped":"False","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"2 Port Solenoid Valve/Air Operated Valve For Dust Collector: Series VXF2/VXFA2 ","page":1,"zoom":"Fit"},{"title":"Features","page":2,"zoom":"Fit"},{"title":"VXF2 Common Specifications/Selection Steps","page":4,"zoom":"Fit","children":[{"title":"Specifications, Solenoid Coil Specifications, Valve Leakage Rate, Selection Steps","page":4,"zoom":"Fit"},{"title":"How to Order","page":5,"zoom":"Fit"}]},{"title":"VXFA2 Common Specifications/Selection Steps","page":6,"zoom":"Fit","children":[{"title":"Specifications, Valve Leakage Rate, Selection Steps","page":6,"zoom":"Fit"},{"title":"How to Order","page":7,"zoom":"Fit"}]},{"title":"Other Special Options","page":8,"zoom":"Fit"},{"title":"Valve Characteristics","page":10,"zoom":"Fit","children":[{"title":"1. Response Time, Start-up Speed","page":10,"zoom":"Fit"},{"title":"2. Discharge Volume","page":12,"zoom":"Fit"}]},{"title":"Working Principle","page":13,"zoom":"Fit"},{"title":"Construction","page":14,"zoom":"Fit"},{"title":"VXF2 Dimensions","page":16,"zoom":"Fit","children":[{"title":"VXF2 Dimensions: Direct piping type","page":16,"zoom":"Fit"},{"title":"VXF2 Dimensions: Flange type","page":22,"zoom":"Fit"},{"title":"VXF2 Dimensions on the Mounting Side: Flange type","page":24,"zoom":"Fit"},{"title":"VXF2 Dimensions: Flange body I type","page":25,"zoom":"Fit"},{"title":"VXF2 Dimensions: Flange body II type","page":27,"zoom":"Fit"},{"title":"VXF2 Dimensions on the Mounting Side: Flange body I/II type","page":29,"zoom":"Fit"}]},{"title":"VXFA2 Dimensions","page":30,"zoom":"Fit","children":[{"title":"VXFA2 Dimensions: Direct piping type","page":31,"zoom":"Fit"},{"title":"VXFA2 Dimensions: Flange type","page":32,"zoom":"Fit"},{"title":"VXFA2 Dimensions on the Mounting Side: Flange type","page":33,"zoom":"Fit"},{"title":"VXFA2 Dimensions: Flange body I/II type","page":34,"zoom":"Fit"},{"title":"VXFA2 Dimensions on the Mounting Side: Flange body I/II type","page":35,"zoom":"Fit"}]},{"title":"Dedicated Controller For Operation/Series VXFC","page":36,"zoom":"Fit"},{"title":"Glossary of Terms","page":37,"zoom":"Fit"},{"title":"Specific Product Precautions","page":38,"zoom":"Fit"},{"title":"Revision history, Safety Instructions","page":43,"zoom":"Fit"}],"thumbnailType":"jpg","pageType":"html","pageLabels":["C1","1","2","3","4","5","6","7","8","9","10","11","12","13","14","15","16","17","18","19","20","21","22","23","24","25","26","27","28","29","30","31","32","33","34","35","36","37","38","39","40","41","C4"]};
