ReaderTT.config = {"pagecount":38,"title":"Hier steht der Titel der  Power Point Präsentation.","author":"Miczard","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220815010133Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"LEACH Low Energy Adaptive Clustering Hierarchy","page":1,"zoom":"XYZ 0 825 0"},{"title":"Outline","page":2,"zoom":"XYZ 0 825 0"},{"title":"Basic fundamentals of Wireless Sensor Network","page":3,"zoom":"XYZ 0 825 0"},{"title":"Requirement Design of Wireless Sensor Network","page":4,"zoom":"XYZ 0 825 0"},{"title":"Problem Definition in WSN","page":5,"zoom":"XYZ 0 825 0"},{"title":"Why Use Microsensors?","page":6,"zoom":"XYZ 0 825 0"},{"title":"Assumption","page":7,"zoom":"XYZ 0 825 0"},{"title":"LEACH (Low-Energy Adaptive Clustering Hierarchy)","page":8,"zoom":"XYZ 0 825 0"},{"title":"LEACH \u2013 Architecture","page":9,"zoom":"XYZ 0 825 0"},{"title":"Phase Life of Leach Protocol","page":10,"zoom":"XYZ 0 825 0"},{"title":"Setup phase","page":11,"zoom":"XYZ 0 825 0"},{"title":"Slide 12","page":12,"zoom":"XYZ 0 825 0"},{"title":"Cluster Head Selection Algorithm[6]","page":13,"zoom":"XYZ 0 825 0"},{"title":"Cluster Head Selection Algorithm [6]","page":14,"zoom":"XYZ 0 825 0"},{"title":"Cluster Head Selection Algorithm[6] (2)","page":15,"zoom":"XYZ 0 825 0"},{"title":"Cluster Formation Algorithm [2]","page":16,"zoom":"XYZ 0 825 0"},{"title":"Dynamic Cluster Formation","page":17,"zoom":"XYZ 0 825 0"},{"title":"Slide 18","page":18,"zoom":"XYZ 0 825 0"},{"title":"Slide 19","page":19,"zoom":"XYZ 0 825 0"},{"title":"Flow Chart for Steady Phase[6]","page":20,"zoom":"XYZ 0 825 0"},{"title":"Sensor Data Aggregation","page":21,"zoom":"XYZ 0 825 0"},{"title":"Sensor Data Aggregation [6]","page":22,"zoom":"XYZ 0 825 0"},{"title":"LEACH-C: BS Cluster Formation","page":23,"zoom":"XYZ 0 825 0"},{"title":"LEACH-F: Fixed Cluster, Rotating Cluster Head","page":24,"zoom":"XYZ 0 825 0"},{"title":"LEACH Simulation [6]","page":25,"zoom":"XYZ 0 825 0"},{"title":"LEACH Simulation","page":26,"zoom":"XYZ 0 825 0"},{"title":"LEACH \u2013 Simulation Result","page":27,"zoom":"XYZ 0 825 0"},{"title":"LEACH - System Life Time After 1200 rounds","page":28,"zoom":"XYZ 0 825 0"},{"title":"LEACH \u2013 Results","page":29,"zoom":"XYZ 0 825 0"},{"title":"LEACH-Centralized (Leach-C ): Base Station Cluster Formation","page":30,"zoom":"XYZ 0 825 0"},{"title":"LEACH-C : Simulation Result","page":31,"zoom":"XYZ 0 825 0"},{"title":"LEACH \u2013 Pros","page":32,"zoom":"XYZ 0 825 0"},{"title":"LEACH \u2013Cons","page":33,"zoom":"XYZ 0 825 0"},{"title":"Reference","page":34,"zoom":"XYZ 0 825 0"},{"title":"Acknowledgements","page":35,"zoom":"XYZ 0 825 0"},{"title":"Slide 36","page":36,"zoom":"XYZ 0 825 0"},{"title":"Optimal percentage of cluster heads","page":37,"zoom":"XYZ 0 825 0"},{"title":"LEACH Simulation (2)","page":38,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
