ReaderTT.config = {"pagecount":137,"title":"SITRANS F M MAG 8000 & MAG 8000 CT","author":"I IA SC PS3","subject":"Operating Instructions","keywords":"SFIDK.PS.026.D13.02; 05/2010","creator":"Acrobat PDFMaker 9.1 für Word","producer":"Acrobat Distiller 9.3.0 (Windows)","creationdate":"D:20100607100720+02'00'","moddate":"D:20100607103407+02'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1212],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"Introduction","page":9,"zoom":"XYZ 0 1119 null","children":[{"title":"Items supplied","page":9,"zoom":"XYZ 0 750 null"},{"title":"History","page":10,"zoom":"XYZ 0 803 null"},{"title":"Further Information","page":10,"zoom":"XYZ 0 563 null"}]},{"title":"Safety notes","page":11,"zoom":"XYZ 0 1119 null","children":[{"title":"General safety instructions","page":11,"zoom":"XYZ 0 1008 null"},{"title":"Laws and directives","page":11,"zoom":"XYZ 0 667 null"},{"title":"Lithium batteries","page":12,"zoom":"XYZ 0 901 null"},{"title":"Installation in hazardous area","page":12,"zoom":"XYZ 0 456 null"}]},{"title":"Description","page":13,"zoom":"XYZ 0 1119 null","children":[{"title":"System components","page":13,"zoom":"XYZ 0 1008 null"},{"title":"Operating principle","page":13,"zoom":"XYZ 0 640 null"},{"title":"Design","page":14,"zoom":"XYZ 0 1116 null"},{"title":"Benefits","page":15,"zoom":"XYZ 0 719 null"}]},{"title":"Installing/Mounting","page":17,"zoom":"XYZ 0 1119 null","children":[{"title":"Introduction","page":17,"zoom":"XYZ 0 1008 null"},{"title":"Sensor installation","page":18,"zoom":"XYZ 0 1107 null","children":[{"title":"4.2.1 Locating the sensor","page":18,"zoom":"XYZ 172 930 null"},{"title":"4.2.2 Orienting the sensor","page":20,"zoom":"XYZ 172 878 null"},{"title":"4.2.3 Mounting the sensor","page":22,"zoom":"XYZ 172 1119 null"}]},{"title":"Potential equalization","page":24,"zoom":"XYZ 0 977 null"},{"title":"Grounding","page":24,"zoom":"XYZ 0 481 null"},{"title":"Cathodic-protected pipes","page":27,"zoom":"XYZ 0 1116 null"},{"title":"Potting and direct burial","page":27,"zoom":"XYZ 0 705 null"},{"title":"Transmitter installation","page":29,"zoom":"XYZ 0 1116 null"}]},{"title":"Connecting","page":31,"zoom":"XYZ 0 1119 null","children":[{"title":"General safety requirements","page":32,"zoom":"XYZ 0 1116 null"},{"title":"Remote version","page":32,"zoom":"XYZ 0 667 null"},{"title":"Power supply","page":33,"zoom":"XYZ 0 771 null"},{"title":"Outputs","page":35,"zoom":"XYZ 0 1116 null"},{"title":"Communication modules","page":36,"zoom":"XYZ 0 1116 null"},{"title":"Connection of add-on modules","page":38,"zoom":"XYZ 0 524 null"}]},{"title":"Commissioning","page":39,"zoom":"XYZ 0 1119 null","children":[{"title":"General instructions","page":39,"zoom":"XYZ 0 1008 null","children":[{"title":"6.1.1 Flow Tool","page":39,"zoom":"XYZ 0 820 null"},{"title":"6.1.2 SIMATIC PDM","page":40,"zoom":"XYZ 0 1116 null"}]},{"title":"Commissioning steps","page":40,"zoom":"XYZ 0 887 null"},{"title":"Initial commissioning via Flow Tool","page":40,"zoom":"XYZ 0 640 null"},{"title":"Initial commissioning via SIMATIC PDM","page":41,"zoom":"XYZ 0 695 null"},{"title":"Configuring device","page":42,"zoom":"XYZ 0 1116 null"},{"title":"Setting basic parameters","page":43,"zoom":"XYZ 0 632 null"},{"title":"Unit selection","page":47,"zoom":"XYZ 0 381 null"},{"title":"Output configuration","page":50,"zoom":"XYZ 0 1116 null"}]},{"title":"Operation","page":51,"zoom":"XYZ 0 1119 null","children":[{"title":"Meter operation via key and display","page":51,"zoom":"XYZ 0 1008 null"},{"title":"Display symbols","page":52,"zoom":"XYZ 0 591 null"},{"title":"Default display information and accessible display menus","page":53,"zoom":"XYZ 0 414 null"},{"title":"Operator menu","page":55,"zoom":"XYZ 0 1116 null"},{"title":"Data protection","page":60,"zoom":"XYZ 0 1116 null"},{"title":"Internal data handling","page":61,"zoom":"XYZ 0 1116 null"},{"title":"Battery-powered operation","page":62,"zoom":"XYZ 0 682 null"}]},{"title":"Service and maintenance","page":67,"zoom":"XYZ 0 1119 null","children":[{"title":"Maintenance","page":67,"zoom":"XYZ 0 1008 null"},{"title":"MAG 8000 and MAG 8000 CT service guidelines","page":67,"zoom":"XYZ 0 766 null"},{"title":"Replacing transmitter or PCB board","page":67,"zoom":"XYZ 0 395 null"},{"title":"Batttery replacement","page":68,"zoom":"XYZ 0 834 null"},{"title":"Power up with battery reset, date and time set up","page":70,"zoom":"XYZ 0 687 null"},{"title":"Verification","page":71,"zoom":"XYZ 0 843 null"},{"title":"User and verification sealings","page":72,"zoom":"XYZ 0 724 null"},{"title":"Technical support","page":73,"zoom":"XYZ 0 1116 null"},{"title":"Return procedures","page":74,"zoom":"XYZ 0 1116 null"},{"title":"Battery disposal","page":74,"zoom":"XYZ 0 410 null"}]},{"title":"Troubleshooting/FAQs","page":75,"zoom":"XYZ 0 1119 null","children":[{"title":"Fault codes","page":75,"zoom":"XYZ 0 1008 null"},{"title":"Built-in functions","page":77,"zoom":"XYZ 0 473 null"},{"title":"Flow simulation","page":79,"zoom":"XYZ 0 902 null"}]},{"title":"Technical data","page":81,"zoom":"XYZ 0 1119 null","children":[{"title":"MAG 8000 MAG 8000 CT meter","page":81,"zoom":"XYZ 0 1008 null"},{"title":"Sensor","page":82,"zoom":"XYZ 0 634 null"},{"title":"Transmitter","page":83,"zoom":"XYZ 0 482 null"},{"title":"Power supply","page":85,"zoom":"XYZ 0 837 null"},{"title":"Modbus RTU","page":86,"zoom":"XYZ 0 449 null"},{"title":"Output characteristics","page":87,"zoom":"XYZ 0 612 null"},{"title":"Meter uncertainty","page":92,"zoom":"XYZ 0 734 null"},{"title":"MAG 8000 CT (7ME6820) (Revenue program) water meter type approval","page":93,"zoom":"XYZ 0 588 null"},{"title":"MAG 8000 CT (7ME6820) (Revenue program) MI-001","page":94,"zoom":"XYZ 0 747 null"},{"title":"The effect of temperature MAG 8000 (7ME6810) and MAG 8000 CT (7ME6820)","page":97,"zoom":"XYZ 0 1116 null"},{"title":"Dimensions and drawings","page":98,"zoom":"XYZ 0 1116 null","children":[{"title":"Appendix","page":105,"zoom":"XYZ 0 1119 null"}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
